THE ANALOG COMPUTER AS AN AID IN
CRITICAL VENTILATION SYSTEM EVALUATION

T, W, Pickel
Oak Ridge National Laboratory

The purpose of this report is to indicate some advantages of using analog com-
puters in the analysis of ailr handling systems and to present an illustration
of an analysis of a simple system,

The analog computer can be of assistance in evaluating several areas of a venti-
lation system, First, simulation of the system on the computer can help the
designer select the proper components and test their compatibility with the
rest of the system, This would involve a study of static flow conditions over
a range of the operating variables such as filter resistance. BSecond, it can
help in the operation of the system. This is particularly true for the start-
up of a complicated system in which a proper balance of air flows is difficult
to obtain and maintain., It is also true of operation after startup when in-
creases in filter resistance will cause a shift in the air balance, Third,

the computer can be used to evaluate upset or transient conditions. The
ability of the analog computer to handle differential equations makes it an
extremely valuable tool in this type of analysis, Items of interest here may
include the stability and resronse time of the system and the effect of dynamic
changes on component performance. The length of time to recover from such dis-
turbances as explosions, fires, accidental release of fire extinguishing sys-
tems, and opening of air locks is of interest in a hezards evaluation,

The complexity of the system that can be analyzed is limited only by the com-
puter equipment available and the ingenuity of the analyst. The accuracy of
simulation may be limited by the data available on the performance character-
istics of the components., For this discussion, I am considering a rather
simple system. The layout is shown in Figure I. The system consists of a
building containing a single cell, Air enters the building through a filter
and backflow preventer. Air from the building enters the cell through a filter,
backflow preventer, and hand-operated valve., The exhaust system consists of
a filter, hand-operated valve, and a fan. Flow resistance in the filters is
considered to be proportional to the flow rate, Resistance in valves, ducts,
and backflow preventers is assumed to be proportional to the square of the
flow rate., In this illustration, it is assumed that the fan curve is linear
over the range of flow rates to be covered, In many problems this assumption
would not be adequate. In these cases the complete pump curve could be simu-
lated by a function generator.

Figure 2 shows the equations used. The first three equations give the static
pressure drop in bullding intake, cell intake, and cell exhaust systems respec-
tively. The symbols Cy, C3, and Cg represent the filter resistances, and Cj,
Cy, and Cy represent the duct, valve, and backflow preventer resistances, The
symbols Cs and f represent the intercept and slope of the fan curve respec=-
tively. The last two equations relate the rate of change of the building and
cell pressures to the flow rates. Kb and Kc may be considered to be the
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reciprocals of the capacitances of the building and cell respectively. For
this model these values are considered constant. A more accurate represents-~
tion would be to express them as functions of pressure. However, for this
illustration the maximum error introduced by this assumption is two per cent.

The computer diagram is shown in Figure 3. The diagram is divided into mreas
that correspond to particular portions of the system. The area labeled
"Building Inteke" includes the computer components that relate the flow rate
entering the building to the pressure drop ascross the intake duct and asso-
ciated equipment, A similar correspondence exists for the areas marked "Cell
Intake" and "Cell Exhaust'. Since we are interested in cases in which the
cell pressure is higher than building pressure, it is necessary to simulate
the action of the backflow preventer in the cell inteke line. This 1s done
wvith a comparator. When the building pressure is greater than cell pressure,
the switches are closed and the circuit calculates the cell intake flow rate,
When the cell pressure is equal to or greater than building pressure, the
switches are open, giving a zero flow rate. The areas indicated as "Building”
and "Cell” represent the buildup or decay of pressure due to transient condi-
tions.

The computer being used for this problem is an Electronic Associates, Inc,,
Model TR-10. This unit has twenty high-gain (107) amplifiers, two quarter-
square multipliers, one x2-function generator, twenty~four potentiometers, one
comparator, and two manual switches, For this problem we have used fourteen
amplifiers, both multipliers, the x?-function generator, twenty potentiometers,
the comparator, and one manusl switch, Additional cells, separate building
exhausts, automatic control equipment, and multiple fans can be added to this
model. However, more computer equipment would be needed than is available on
the TR=-10,

Four possible upset conditions are considered., First, Figure 4 shows the re-
sponse of this system to a sudden opening of a door to the cell. The building
and cell pressure quickly equalize at e value between the two initial pres.-
sures., The flow of air into the cell increases rapidly, then decreases to a
new equilibrium value, The flow rate into the building also increases to a
peak, then decreases slowly to the new equilibrium position. The change is not
as abrupt for the building intake as for the cell inteke. The exhaust [low
rote increases to the equilibrium quantity at a slower rate, The pressures
equalize in less than one second, but the flow rates take approximately five
seconds to reach a new static condition,

The second condition considered is an explosion in the cell. The system
response 1s shown in Tigure 5., The cell pressure is assumed to suddenly in-
crease and then decay. The bullding pressure increases and then returns
slowly to its initial value. As the building pressure increases the flov rate
into the building decreases. After the building pressure reaches its pesk
value and starts to decrease, the flow into the building starts increasing and
returns to its initial value. The cell intake flow rate drops to zero and re-
mains there until the cell pressures drop below the bullding pressure. The
cell exhaust rate increases with the cell pressure, then decreases to the
equilibrium value, Approximately six seconds are required for the system to
reach steady-state conditions after the explosion.

The third condition considered is an accidental release of compressed CO; into
the cell. This is shown in Figure 6. It is assumed that this causes a raduc-
tion in cell temperature which results in a reduction in cell pressure. Since
the model has no backflow preventer in the exhaust system, the flow of air in
the exhaust system ls into the cell rather than out of the cell for a short
period of time. About five seconds are required for the system to recover.
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The fourth case, which is shown in Figure 7, is an example of a fire in the cell,
This example assumes a constant rise in cell temperature., The fire is assumed
to last for 3.5 seconds. After this, the system returns to equilibrium. About
five seconds are required for the system to return to equilibrium after the fire

is stopped.

The model considered here is a cell. The same techniques can be used for glove
boxes, building ventilation systems, exhaust systems, vessel off-pgans systems,
and other air handling problems. Although the examples shown are of drastic
changes to the svstem, a study of less drastic changes may be of equal or
greater importance in evaluating the system, The value of the computer as an
aid in designing and operating a complex system applies to all air handling
problems and not jJust to critical systems as the title of this paper implies,
Several important features were excluded from this model for simplicity. Some
of these are covered in a study by J. J., Perona, W, E., Dunn, and H., F, Johnson
and reported in Calculated Transient Pressures Due to Impulse and Ramp
Perturbations to Ventilating Oystems in Buildings 3019, 3026, 3508, and 4507,
ORNL=-3086 (19617,

In summary, the analog computer can be a valuable aid in the design, operation,
and hazards evaluation of all air handling systems. Although the system con-
sidered here is simple, complex problems can be analyzed with a modest amount

of analog computer equipment.
r auip TABIE I

Input Data for Steady-State Condition

Variable Definition Value
Ql Building Intake Flow Rate 300 cfm
Q2 Cell Intake Flow Rate 300 cfm
Q3 Cell Exhaust Flow Rate 300 cfm
Vb Building Volume 5,000 ft3
VC Cell Volume 1,000 ft3
Pb Building Pressure -0.3 in. HQO
P, Cell Pressure -1.6 in. H,0
Pa Atmospheric Pressure O in. HEO
C1 Building Intake Filter Resistance 0.25 in. HéO/3OO cfm
C, Building Intake Line and Valve Resistance 0.05 in. HéO/(300 cfm)2
03 Cell Inteke Filter Resistance 1.00 in. HéO/SOO cfm
C), Cell Intske Line and Valve Resistance 0.3 in. HEO/(BOO cfm)2
05 Intercept of Pump Curve 4,0 in. H,0
Cq Cell Exhaust Filter Resistance 1.0 in. H20/3OO cfm
Coy Cell Fxhaust Line and Valve Resistance 0.2 in. HEO/(BOO cfm)2
T Negative Slope of Pump Curve 0.00k in, HQO/cfm
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TABLE II

Potentiometer Settings

Potentiometer
Number Quantity Setting
1 Ki/E.h 0.03k
2 Pbo/20 0.485%
3 P_/20 0.500%
2
L ¢y /80 c, 0.0156
5 10'6/5 C, 0.360
6 cl/zooo c, 0.750
7 K 0.100
8 PcO/QO 0.k2o*
9 P_/20 0.500%
10 05/20 0.200
11 (cp + f)2/80 C, 0.303
12 c3/2ooo Cy, 0.500
13 A 0.600
1L 10'6/5 C), 0.060
2
15 Cg /80 C, 0.0k416
16 10’6/5 C. 0.90
17 (c6 + £)/20,000 C 0.165
19 Kc/z.h 0.170
20 10/10 0.3162
2
21 Cy /80 C), 0.0416

*
Five volts corresponds to a gage pressure of O in.

HéO.
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DISCUSSION AND COMMENT

Analysis has not been performed on a real system to check
computer results against actual measurements; therefore, no data is
available to check a simulated system. We hope to do so in a few
years, both cells and glove hox facilities will be simulated.

Session Chairman: Thank you, Mr. Pickel.
The second paper, "Safety Aspects of the Design of Filter
Ventilation Systems," has been prepared by 8. E. Smith, F. J. Hall

and W. E. llolmes, all of the UKAEA. The paper will be presented by
S. E. Smith,
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SAFETY ASPECTS OF THE DESIGN OF FILTERED VENTILATION SYSTEMS
by
S- Eu Srnith, F.J-Ha.ll, W'E'HOIJneS

UNITED KINGDOM ATOMIC ENERGY AUTHORITY

Atomic Weapons Research Establishment
Aldermaston

SYNOP3TS

A pumber of safety aspects ol the design of filtered ventilation systems
for radioasctive and toxic bunildings have becn considered.

These include theosretical and experimental assessments of the heat release
from fires of various kinds in workrooms, fume cupboards, glove boxes, and ex-
tract systems, the use of spark and flame arrestors, the ignitability of dust
deposits in extract systems and filters, the cooling of hot pases in exhaust

ducts.

As a result of this work, it is possible to formulate principles which
should be followed in the layout and design of such systems, in the future;
existing systems have been found not to require any serious modification apart
from installation of glass paper filters.

1. INTRCDUCTION

In the recent past, considerable attention has been paid at AWRE, as in
other parts of the UKAEA, to the problem of fire protection in filtered venti-
lation systems of radioactive and toxic process buildings.

A major contribution to this has been the adoption of non-combustible
filters based on the use of filter papers made from glass fibres, in place of
the combustible filters, congtructed either from cellulose-based paper, or from
the resin-wool, asbestos-wool, and cotton-ashbestos pad materials previously
employed. At AWRE, glass-paper filters were first used experimentally in 1958,
but were not accepted for general use until commercially available glass-paper
filter units had undergone a number of modifications. These were due to AWRE
insistence on a completely non-combustible construction, and on various other
mechanical features, to avoid fallure (refs. 1,2). At about this time, AERE
(Harwell) tests had demonstrated that ordinary paper filters in wooden frames
could not be satisfactorily fire-proofed.
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The standard filter, now in use in all modern installations in the UKAEA
consists of the 1000 c¢fm. 2' x 2' x 1' high-temperature absolute filter insert,
which contains approximately 250 sqg.ft. of thin (0.025"-.03") glass paper,
pleated around spacers of corrugated aluminium and sealed with a fire-resistant
cement into a steel frame. The metal spacers have beaded edges to avoid per-
foration of the paper at the folds. Such filter inserts are either used in a
"honeycomb" wall pattern, bolted directly onto duct flanges, or, as at AWRE,
sealed into an outer steel canister which is mounted in the ductwork headers.
These canisters contain one or more inserts in series.

This paper 1is not concerned with the adoption of glass-paper filters, but
with a number of safety aspects of the ventilation systems in which glass-paper
filters are now used, which have also been investigated at AWRE in the last two
to three years, and with the safety philosophy which has evolved as a result of
these various investigations.

The safety aspects of filter installations which have been covered include:

(1) experimental work on spark and flame arrestors, and an examination of
the need for flame and spark arrestors in filter systems

(2) experimental investigations, and theoretical calculations, of the
possible temperatures which could arise in the extract air, and at adjacent
filters, as a result of fires of various materials in (a) workrooms and
process enclosures, etc. and (b) the extract ducts and filters

(3) experiments and calculations on the cooling of air in the ducts, o

arrive at safe digtances of separation of filters in ductwork in the absence
£ dilution effects
?4) isolation of ventilation systems in emergency, by the use of dempers

and fan cut~outs, and the installation of fire detection equipment in
filtered ventilation systems

(5) examination of the design of exlsting systems at AWRE, and of the
condition of the systems with regard to dust deposits

(6) data on the ignitability of various dust deposits in the beryllium
extract systems and fllters at AWRE, as well as limited data from uranium
and plutonium filter deposits, and on some synthetic dusts.

As & result of this work, it 1s possible to gset out the principles which
are now being followed at AWRE with regard to the safety aspects of the design
of filtered ventilation systems of radioactive and toxic buildings.

In the following sections the work which has been carried out under esch
of these headings is summarised. Fuller detalls of the various investigations
are available.

2. FIRE HAZARDS IN REILATION TO GLASS PAPER FIITERS

2.1 The fire resistance properties of glass paper filters may be stated to
be as follows:~

(1) Although these filters are non-combustible, they are only fire-
resistant up to approx. 500°C, (1000°F). Above this temperature failure
occurs by melting of the glass paper, which is the weakest material
present.

(2) They are not intended for routine or continual operation at
elevated temperatures, but are expected to remain intact after accidental
heating to a temperature not above 500°C. Most important is the faoct
that they do not themselves catch fire although burning material caught
on the filter could cause a breach of the filter by melting the glass~
paper medium.
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(3) Under accident conditions such as a solvent fire in close
proximity to the filter, when very high temperatures are involved, failure
will occur quite rapidly.

(h) Hence where inf'lammable material, hot gases or incandescent
sparks can reach it, some means of protecting the filter is essential
if failure of the filter concerned cannot be tolerated.

2.2 In considering the effects of fires on filters it is necessary to
distinguish between fires in which the material involved is solid, and gives
vise to solid combustion products, and fires of solvents, etc., where the
combustion products are gaseous. The important difference is that in the
former case, heat transmission occurs by radiation and conduction, as well as
by convection from the solid material to the gas stream, with an additional
hazard of transport of solid debris, while in the latter case, heat evolved
is mogtly transferred directly to the gas stream with great rapidity.

3 SPARK AND FIAME ARRESTORS

At the time that the development of glass paper filters was taking place,
investigations into the selection and performance of spark and flame arrestors
were initiated at AWRE, and in early 1960, a working party wss appointed to
examine the necessity for flame and spark errestors in the ventllation systems
of radicactive and toxic bulldings.

3.1 Spark Arrestors

An experimental programme carried out in the Chemical Engineering
Branch at AWRE in 1960 led to the conclusions that, as far as spark arresting
was concerned, glass~fibre was a satisfactory material to use, and that s coarse
glass fibre pack, of quite low filtration efficiency, would adequately intercept
any incandescent particles which were large enough for them to have a suffici-
ently long life to endanger filters within a few feet of the arrestor. 1t
was concluded that a coarse loosely packed glass~fibre pad, 2" thick, operating
at a face velocity of 300 ft./min., should be installed at the entrance to
extract ducts, whever a spark hazard could be said to exist (e.g. machining
boxes, welding booths, casting operations).

Suitable filter pads of this type are commercially available, are inexpensive,
and have a low flow resistance. These pads could also be used as spark
arrestors in the first stage of a composite filter to protect the main filters,
although some economic advantage will normally accrue from the use of a more
efficient prefilter of the pleated glass mat type, to extend the life of the
main filter, and this will also serve a spark arresting function.

A prefilter of this type would acquire a heavy burden of any combustible
material present in the extract gases and consideration was also given to the
propagation of secondary fiires in such filters and prevention of debris from
these penetrating further downstream. For this purpose experiments were carried
out to determine the duration of burning of different sized particles of various
materials in a current of air so as to determine the mesh size of a debris
arrestor in relation to the size of particle to be arrested, consistent wilth
a low pressure drop contribution.

Carbonaceous materials, being slower burning, had a longer distance of
travel than metal particles, but the temperature ©Of carbonaceous particles

is lower, and hence the ignition danger to a subseguent main filter is
€8Se




For general use, a spark guard of stainless steel wire BSLO mesh has been
adopted; this will give burning distances of 20 ft. for carhonaceous sparks
and less than 5 ft. for magnesium; the location of the main filter should be
decided accordingly.

3.2 Flame Arrestors

Flame arresting presented a much more difficult problem, and discussions
which were held with the Group Safety Officer and the Fire Research Station at
Boreham Wood, led to the general conclusion that commercially available flame
arrestors were likely to be effective in only a limited range of conceivable
conditions, and for only a very short period of time.

It was agreed that the most satisfactory approach in the light of the
current state of knowledge of this subject was to restrict the use of highly
inflammable materials (certain organic solvents, celluloid, etc.) in sensitive
areas, and where their use was essential, to impose strict limits on the quantity
of such solvents which might be introduced into ventilated boxes or fume cup-
boards and to provide sufficient air flow to reduce the concentration of vapour
in the event of total spillage to below the inflammable limit (refs. 3, 4, 5).

4 THE TEMAERATURE OF AIR AND COMBUSTION GASES AS A RESULT QF VARIOUS TYPES

OF I'IRE

The effects of fire involving inflammable solvents, metals, whether massive
or finely divided, and certain inflammable materials of construction (e.g.
perspex) in raising the temperature of air extracted from open workrooma, fume
cupboards or glove boxes, were considered, both by theoretical calculations and
by mractical experiments., Similar consideration was given to the effect of
fires in the extract ducts and filters themselves.

Lel Room extract

Solvent fires constitute the worst hazerd in these circum-
stances; it was concluded that the temperature of air entering the main room
extract duct is unlikely to exceed 500°C from this cause.

Le2 Fume cupboards

In fume cupbosrds where the volume of extract is normally in
the region of 1000 cfm. solvent fires again constitute the principal hazard;
the local extract temperature might reach 10000C, in the event of a solvent fire
although in general this would be reduced by dilution with air from other sources,
further down the duct. Temperatures to be expected from metal (Pu, Be) fires,
even when the metal is finely divided, are lower,

43 Glove boxes

Fires in air filled glove boxes, or inert gas boxes where a
breach of containment has allowed some alr to be drawn in, and where the
emergency high velocity extract is in operation at 50 cfm., might give rise, in
the case of burning beryllium swarf, to extract gas temperatures as high as
2000°C; for solvent fires the figure is about 1000°C, for massive beryllium it
is below 1000°C and for massive or finely divided plutonium below 500°C.

The findings of separate investigations to consider certain aspects of box
fire hazards (refs. 7,8) incluie recommendation for the cancellation in the event
of a box fire, of high velocity extract (this is a system whereby air at high
velocity is sucked in to preserve containment), With this precaution the proba-
bility of damage of main extract filters by fire arising in inert-gas-filled
boxes is considered to be negligible. Iocal filters would however, be expected
to fail rapidly.
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Le4 Filters

(a) Where glass fibre filters (which having a comparatively
loose structure, have a large surface area) are concerned, ignition of a deposit
consisting essentially of all metallic dust, would raise the air passing through
the filter to a very high temperature (1700°C), which could cause damage to
another filter downstream, unless it were a considerable distance away, so that
the sir cooled before reaching it.

(v) For a dust of a more likely composition, i.e. partly
organic, and partly inert inorganic, with only a small proportion of metal dust,
providing the metal is not more then 80 gm. approximately and the rest is not
more than 50% combustible organic material, the heat release is not enough to
raise the air to a temperature sufficient to damage another filter, even though
this is close to the filter containing the combustible dust.

It is possible that the materials would not burn readily if the total
diluent were sufficient, i.e. a fully loaded filter but containing only this
quantity of metal dust. '

(c) In the case of a glass paper filter, owing to the lower
surface area avallable far heat transfer purposes, calculations indicate that
even if the dust accumulated were all metallic, the consequent increase in
temperature of air passing through the filter would not exceed 50000, although
the filter itself would probably disintegrate eventually.

Where the fire is due to ignition by gases which are already at SOOOC then
the existing gas temperature could be raised beyond this, and might therefore
approach 1000°C for the cases quoted.

5e RATES OF COOLING OF HOT GASES IN UNLAGGED DUCTS
5.1 Theoretical Assegsment

Calculations based on conventional heat transfer data have been
made, to determine the expected rate of heat loss from hot gases passing through
unlagged mild steel ducts (see Fig. 1).

The initial maximum temperature was assumed to be 1000°C; the only con-
dition under which any extract gases might conceivably exceed this figure is that
of a major beryllium swarf fire in a glove box under high velocity extract at
50 cfm. and stringent operating precautions are taken to avoid such a condition.

A flow of 1000 cfm. of gas through a 1' diameter duct 1s one of the con-
ditions considered, since this is the highest flow rate for which (in a solvent
fire in a fume cupboard) a temperature of 1000% might be attained; above this
rlow, dilution with cold air from other sources could be expected to reduce the
temperature. Since the supply of gas at this temperature and flow rate would be
of comparatively short duration, the unsteady states at up to 2 mins. were con-
sidered, and graphs were drawn of the temperature profiles along the duct, under
unsteady end steady —~state conditions. From this it could be seen that the duct
lengths required to cool the combustion gases to 450°C for 1 end 2 mins. are
110* and 130' respectively, while the steady-state requirement for the same
degree of cooling is 160'.

The other case considered is for a flow of 50 c¢fm. through a 4" duct, the
condition for standard glove box high velocity extract. Since a fire involving
a normal guantity of solvent might be expected to last for a longer period at
this extract rate, the steady-state condition only is considered, and it is
calculated that the direct length required under these conditions to reduce the
temperature to 45000 is not more than 25' to 30!,

5.2 Experimentsl verification of cooling rateg

It was considered advisable to carry out a practical check on
heat transfer conditions approximating to those under review.
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FIGURE I. MAXIMUM AIR TEMPERATURES ATTAINED ALONG A
12in_DUCT WITH AIR FLOWING AT 1000 SC fm, AND
INITIALLY AT 1000°C
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A small research contract was therefore placed with the Chemical Engineering
Branch, Department of Scientific and Industrial Research, Warren Spring Iaboratory,
who happened to have suitable equipment available to investigate this (ref. 10).

The air was heated by a paraffin burner, the maximum cspacity of which was
insufficient to heat 1000 cfm. of gas measured at STP. A reduced duct dlameter
of 8" was therefore adopted, and three flow rates were chosen to give about the
same linear velocity as in owr original calculations, the same Reynolds number
and one value intermediate between the previous two. Gas temperatures were
measured at 3% 32' and 61' and wall temperatures at 3' and 32!, over a period of
5 mins.

Theoretical calculations of duct length versus temperature were made for
these experimentsl conditions; the duct lengths, calculeted for the three
different flow rates as giving the temperatures observed at 61' from the entrance
after 2 mins. were 70', 65' and 62.6' respectively, confirming our belief that
the method of caloulation used for the conditions in sections 3.1 and 3.2.1 was
valid.

6. HEAT TRANSMISSION BY RADIATION AND CONDUCTION

The worst case which can be envisaged, i.e. that leading to the highest
temperature and rate of heat release, is the case of a heavily loaded filter or
prefilter containing essentially 100% beryllium dust, or a similar dust accumu-
lation anywhere in the duetwork.

In this case, assuming a temperature of burning beryllium of over ZOOOOC,
then a main filter located adjacent to it would suffer a severe temperature
increase due to radiant heat., Aluminium spacers, if present, would castitute
the main heat sink, but even so the temperature would reach at least 750°C, and
whether sluminium were present or not, glass paper would certainly fall.

There would not be much heat loss by conduction to the ducting, until the
filter collapsed. Then the temperature of the burning mass would rapidly
cause the steel duct to melt through.

With a more likely filter dust deposit, as postulated in 3.l.4, if this
ignited, then the heat release by radiation could still cause failure of a
secand glass paper filter, downstream, but it is doubtful whether with these
compositions, combustion could be sustained, unless the metal content exceeded

80 gms.

Experiments to check this on the rig shown in Fig. 2 and 3 using filters
loaded with atmospheric dust, with and without added magnesium powder in
quantities up to 100 gms., and filters loaded with carbon and tarry matter
Prom the rag-and graphite crucible~burning extract in a uranium building,
showed that even when combugtible matter ignited on the filter and the local
temperature rose above 1000 C., the temperature of alr passing through at
1000 cfm. rose only from 450°C. to 5007C.

A fire in the prefilter only damaged the main filter when burning debris
was carried onto the latter.

7. THE USE OF ISOILATION DAMPERS AND FAN CUTOQUTS IN AN EMERGENCY

7.1 local Isolation

Whilst it might seem to be desirable to be able to lsolate a part of
an extract system in which a fire occurs from other parts of the system, if
the system is designed so as to avoid the transmission of both burning debris
and hot gas to the main or secondary filters then it is preferable to keep
the extract going in such circumstances.
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A. FILTER BURNING RIG

B. FILTER AFTER TEST

FIGURE 3
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This however does not preclude the control of a fire by, for example,
shutting down openings in fume cupboards.

Hence it is not necessary to fit special local isolation dampers in
filter systems for this purpose.

7.2 Complete Isolation

It has always been possible at AWRE to shut down main fans without
undue difficulty or delay. It ia envisaged that this decision would be
taken only after due deliberation and while adequate time remained for the
necessary action to be carried out. BExisting plant control rooms provide
for this with sufficient accesaibility.

Also as a last resort, the systems at AWRE have maln isolation dempers
at the stack which could also be operated as in 7.2 above.

8. FIRE FRECAUTIONS
Separate investigations were set up to cover fire detection in filters,

in work boxes and in workspaces.

As far as filters end extract systems are concerned, recommendations for the
fitting of certain types of fire detector were formulated so that in future
all filter systems will have installed fire detectors of a recommended type.

9.  BERYLLIUM EXTRACT SYSTEMS
9.1 Review ot Beryllium Extract Systemgat AWRE

In view of the high fire risk involved in handling beryllium powder,
a speclal review was made of the operating and extract conditions in the beryl-
lium metallurgy buildings at AWRE. '

(a) Non-combustible prefilters and main filters are employed.

(b) Primary collectors are provided at extract points where beryllium
dust concentrations are high, reduoing the quantity of beryllium reaching
the main extract system.

(¢) No continuous collection system was provided far swarf arising in
machining operations (this has since been provided).

(@) Production and handling of beryllium powder are carried out in argon-
filled boxes.

(e) Machining boxes are provided with spark arrestora.

(f) Certain minor buildings still used combustible filters. These have

been replaced by glass paper filters.

Eg% Main filters are adequately protected by separa tion distances and dilution.
h) Spark pguards should be fitted after local filters on machine boxes.

9.2 Examination of Deposits in Extract Systems

A detailed examination was made of the extract systems in all beryllium
buildings at AWRE; the total quantity of deposits present in the ducts was
agsessed and samples were taken for chemical analysis and determination of
ignition temperatures. Ignition temperatures were determined by a differential
thermal analysis technique, using the apparatus shown in Fig. 4.

In general the beryllium content of all deposits was low (0.0l to 1.5%),
although isolated instances of high metal content in machine extract systems
have occurred. These systems are being modified to confine contamination to the
immediate vicinity of the boxes.

The deposits fell into tiree groups, those (consisting mainly of organic
matter) which ignited at various temperatures below 500°C, those (containing
metallic dusts) which ignited above 500°C, and those (consisting of inert
inorganic dust) which failed to ignite up to 95000.
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In none of the cases where ignition took place below 50000 was the heat
released sufficlent to ralse the temperature of the burning mass above 500°b,
although 1in a few instances, further external heating of the sample gave
successive ignition points above 50000. The inference drawn from this is, that
dusts arising in the course of normal operation in beryllium buildings, which
have these low ignition points, could not constitute a serious hagzard to the
integrity of glass paper filters, which are heat-resistant up to 500°C.

The samples showing ignition points above 500%C produced in most cases
a very small temperature rise, indicating a low metal content, and the quantities
of such deposits were so small that they are considered unlikely to constitute a
serious hazard to the filters, unless in contact with them, in which case the
filter would be expected to fail before ignition took place. The only possible
exception to this was in the exhaust duct from the hot press, where the deposit
contained 10% of beryllium, aend ignited at 800°C with a considerable tempera-
ture rise. If deposits were allowed to acoumulate in this duct a fire arising
igéégmklﬁﬁﬁxyress might be transmitted to the filters. A local filter has now

9.3 Synthetic Beryllium Dusts

Tests carried out on samples of beryllium powder showed ignition
temperatures in the region of 750°C with a rapid temperature rise to well above

1000°.
9.4 Effect of Glass Filter Material

Mixing beryllium with glass fibres from high efficiency glass paper,
and from low efflciency glass fibre prefilters had no effect on ignition
temperatures, although on ignition the coarse glass fibres fused round the
dust and stopped the combustion. When actual dust deposits were combined with
glass fibres they showed the same or higher ignition temperatures, and samples
taken from fully loaded glass~fibre prefilters and glass~fibre main fillters did
not ignite below 950°¢C although another prefilter which was heavily loaded with
oiloignited with a very small temperature rise at 360 C and agein at 500 and
550™C. '

It is concluded that glass fibres and glass paper do not affect the ignite-
bility of dust arising in the course of beryllium metallurgy operations.

9¢5 Possible Methods of Ignition

(a) Tests using Dewar flasks have established that spontaneous
heating does not ococur in dusts from the extrasot system, either alcne or
intermixed, or mixed with glass fibres.

(r) The possibility of build-up of static electricity when dry air
passes through glass~paper filters with metal separators was also explored, but
in all cases the static charge developed was found to be negligible.

9.6 Combustibility of Filter Material

Semples of cotton-asbestos and resin-wool fillter materials from
obsolete types of filter ignited at 2400C and 430°C respectively with low
(~~30°C) temperature increases, although these would be expected to be higher
if a complete filter were ignited; this would, in any case, be completely
destroyed, with consequent release of toxic materisl held on it.

10. URAN EXTRACT SYSTEMS

Samples were taken in 1958 from loaded 300 ofm. glass fibre filters in a
uranium metallurgy building in order to find out whether there was enough
uranium on them to be economically recoverable.

The total dust burden was estimated to be about 500 gms., and this inoluded
about 6 gms. of urenium in the filter from the foundry extract snd about 1 gm. on
the filter from the machine shop extract.
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The dust deposits had low ignition temperatures (below hOOOC) but produced
a temperature rise of less than 50°O on the standard test. Attempts to produce
sustained ignition of a camplete filter in a cwrrent of air, by application of
sparks or a flame were unsuccessful, even on a filter removed from the crucible
and rag-burning system, which was heavily loaded with tarry and carbonaceous
material (see 3.3 and Fig. 3).

It is concluded that deposits accumulating in extract systems from this
type of building are unlikely to contribute sericusly to a fire hazard.

11. PLUTONIUM EXTRACT SYSTEMS

Semples have been taken from a resin wool filter which has been in use in a
plutonium metallurgy building for neerly 10 years on the extract fyrom a higlb—
activity area. These samples ignited at temperatures between 200 C and 4L00'C

Plutonium analyses on filter samples, and on material deposited in electro-
static precipitators, indicate that the total plutonium burden accumulating on
mein extract filters in 5 years is about 1 gram. Deposits in duct work and high
veloclty box extract filters probably total no more than this, end thoge in the
filters on the argon box circulation system about the same.

12, DESIGN RECOMMENDATIONS
12.1 The UKAEA standard non-combustible high efficiency glass paper fllter
is sufficiently fire-resistant for use in all normal extract systems; although

speclal consideration willneed to be given to installation design to protect it
from heating above its failure temperature (450-500°C). Some edvantage may be
obtained by elimination of the aluminium-f'oil spacers snd this should be one aim
of further development.

12.2 Glass—fibre spark arrestors should be used to protect the glass-paper
filters from damage by incandescent sparks entering the system. Such spark
arrestors should be located close to all extract points. A wire mesh spark
guerd should be fltted downstream of each pre~filter. A 2" thlck low density
coarse glass~fibre mat of the "Versil" or "Renuglas" type, operated at about
300' per min. face velocity, econstitutes a satisfactory spark arrestor at a
low cost and low pressure-~drop. OConslderations of economy in replacement of
main filters meay however dictate the use of a more efficient glass-fibre
prefilter/spark arrestor, of the type shown in Pig. 5.

12.3 In certain cases (solvent fires, metal swarf fires), glass-paper or
other filters installed locally to glove boxes, fume cupboasrds or room extracts
will be breached.

12.4 The present use of spark arrestors in ventllated machine hoods is
correct.

12.5 No known flame arrestor is likely to provide adequate motection from
a major fire at the high flow rates involved in ventilation systems. Wherever
possible the use of inflammable solvents, eto., should be reatricted and the
integrity of the main filter aystem should be ensured by providing a suffioient
length of duoting to cool combustlion gases below the temperature at which the
filters will fail, unless adequate dilution with cool air is available.

12.6 Where the dust burden involved consists essentially of normal atmos-
pheric dust the spark-arrestor and filter need be no more remote from the area
extracted than 1s necessary to protect them from direot exposure to flames
within the area.
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12.7 Where combustible dusts are involved, asin machining box extracts, a
local dust removal system terminating in a filter should be employed, to keep
the duct work and main extract system free from combustible matter.

Such a system is vulnerable to fire hagards and would itself add to the fire
if material in it ignited, the main filters should therefore be protected

(a) by location where they cannot receive direot heat radiation from the
local filters

(b) by installation of a spark arrestor between the local and main filters

(o) by providing either for a mixture of cool air from other sources, or
for a sufficient length of duct, to cool the gases below 450°C in the worst

credible conditiona.

12.8 Where inflammable gasea or liquids are handled in an extracted enclosures
the danger of damage to the main extract and filter aystem should be guerded
against by ensuring that the air flow is sufficient to maintain the concentration
of inflammable vapour below the lower explosive limit under all operating
conditions. Provisions 12,7 (b) and (o) should also be followed.

12,9 Temperature sensitive elements should be fitted to main filters to
give warning of high temperatures as an additional safeguard.

12,10 No special provision need be made for local lgolation dampers to cut
off parts of the system in an emergency.

A diagrammatic layout sketch of the type of extract system recommended is
glven in Fig. 6.
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DISCUSSION AND COMMENT

While you speak of a fire-resistant filter, we tend to use
the term non-combustible in the sense that this construction would not
contribute any heat itself. The construction was one which we arrived
at in cooperation with the manufacturers., We did not accept the
readily available units, and these underwent certain modifications to
make them satisfactory to us. Essentially, the filter consists of a
glossed paper filter medium, an all-steel case, not an impregnated,
wooden case, and a suitable cement, I say that guardedly. There are
alternative ways of achieving the cementing of the filter. Thare are
at least two acceptable possibilities.

Segssion Chairman: Mr. Smith that was a most interesting
paper and we are fortunate to have had the opportunity to hear your
presentation.

The third paper in this Session is by A, B, Fuller of
Dak Ridge National Laboratory and the title 1s, "Design Considerations
for Exhaust Systems Involving Radioactive Particulates."
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DESIGN CONSIDERATTIONS FOR EXHAUST SYSTEMS
INVOLVING RADIOACTIVE PARTICULATES

A. B. Fuller
Osk Ridge National Laboratory

ABSTRACT

The dependability required of exhaust ventilation systems
handling radiosctive particulates makes it essential that:
élg thorough investigations concerning needs be made, and
2) good engineering practices be applied. Many features
pecullar to such systems are not cleerly understood by in-
experienced designers. A number of these "designer short-
comings" are discussed, with references listed, to enable
designers to brief themselves prior to planning, reviewing,
and designing such exhaust systems.

Just ten years sgo the subject of air handling and air cleening was a far step
back of where we think it is today. Knowledge and know-how of twenty years ago
concerning alr handling and cleaning would now be termed primitive. Before
World War II, few college-level courses were offered beyond elementary tutoring
in heating, ventilstion, and air conditioning. Msny basic fundementals were
not stressed.

Things have changed-~along came the nuclear age--the space sge. Now everyone
ig, or should be to some degree, concerned asbout the alr he breathes and how
clean 1t is. Air 1s one of the few necessities of life thet 1s plentiful and
still free. This resource has been abused by mankind and still is being
abused. We must learn better how to preserve and care for it. That knowledge
should then be applied whenever the opportunity cen be created. This is one
reagon we are here this week.

The engineer is the "doer" who is expected to apply his skills to design new
alr handling systems. These systems, then, will never be any better than the
engineering knowledge he is capable of designing into them. Is your engineer-
ing designer sufficilent for the Job? Maybe he is the best man available, but
is he experienced in this field? Do his designs accomplish their objectives?
As in any field, there 1s no substitute for good experience.

The design of an exhaust system handling radioactive particulates demands good
engineering judgment and experience to achleve safe, acceptable performsnce and
needed dependability. It is necessary for an exhaust system to function es
planned to ensure the proper operation of 1ts alr cleaning components. Good
engineering judgment can only result from good factual conditions: complete
and concise criteria, a clear understanding of design objectives, and the
freedom to act.
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We who are representatives of AEC contractors often find ourselves in the roll
of preparing criteria and reviewing the design work of others. By our stand-
ards, we at the Osk Ridge Nationel Lsboratory have found most air handling de-
gigners employed by Architect-Engineer firms incepable of doing this type of
job well. They lack know-how for this particular type of design assigmnment.
Review effort therefore has been heavy; resubmission of review materials is
frequently required, and confusion resulte. Much time 1s lost. It is also
necessary that our own designers be sufficient for this Job of reviewing, =as
well as doing direct design assignmments. Experience is needed in all phases
of design, construction, end operation; good experilence, not Just an exposures

This experience is difficult to find and, therefore, the price is high.

The design of exhaust systems involving radioactive particulates 1s s rather
narrow field. Certain aspects are peculliar to this type system. This specific
knowledge does not exist in one book. What 1ittle that i1s written is scattered,
difficult to correlate, and very time-consuming to search out end evaluste.
Therefore, it 1s difficult, near impossible, to know all the "best methods" of
solving every problem that will arise.

The type and complexity of exhaust systems varies widely. I would like to
point out some of the problem areas that we find need particular attention:

1. Many designers are short on the evaluation of meintenance neede and how
to keep maintenance costs reasonsble. This is very clearly reflected in
their choice of equipment, space ellowances, and access to 1ltems requiring
routine attention.

2. Design calculations are poorly prepared, 1if prepared at all, for the finel
arrangement of the system. Operating end meintenance limitations are not
glven the users of the systems.

3. Designers are forever designing system components to meet the meximum
demands and leave the lesser conditions to chance. These "less-then-
maximum" conditions represent as much as 99 per cent of the operating
time. Therefore, they too must be analyzed and designed for good oper-
ebility.

4. The selection of fans and their application are areas often slighted,
egpecially when space is limited. The needed compensation for e poor
arrangement of ducting 1s frequently neglected, sometimes at a flow de-
deficlency equal to 20 per cent of tabled ratings for fan performance,

5. Designers are found to be weak in the proper application of instrumente-
tion and controls. The area of pressure control and monitoring is diffi-
cult to keep within practical limits of cost and good operability.

6. TFilter selection and thelr proper applicetion for the particular use is
the pinnacle of the designers' problems. High efficiency filter sppli-
cations are new to the ilnexperienced man; and having radiocaective particu-
lates further complicates the picture. It 1s here that designers need
the greatest asslstence and guidence. Too, 1t is here that much develop-
mental work must yet be done to ensure installations of good dependebility
end reasonable maintenance.

These six categories seem to cover all the aspects in designing an exhasust sys-
tem. Though this is near the truth, a particular designer is not necessarlly
weak on all counts. Heving the services of competent designers is all impor-
tant in getting the Job done well.
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I have compiled comments concerning design consideretions for various aspects
of this subject. These are attached.

These remarks do not cover all phases of design but attempt to offer guidance
on the controversial items and those often cemusing trouble.

CODES GOVERNING DESIGNS (USAEC INSTALLATIONS)

All design effort for USAEC installations is governed by the AEC Design Menual,
with its local interpretations. AEC instructions in this manual include com~
pliance with local codes as well as certaln other nationally recognized codes
that are in the interest of constructing safe facilitles and in providing for
thelr safe operation.

Design References

See Ref. 11 esnd 13. BState and local codes for the location under consideration.

Design Conslderations

1. A designer must make himself thoroughly femiliar with the AEC Design
Menual, end applicable codes, during early planning of any work.

2. Rediation safety features and control do not always remain competible with
the usual interpretation of NFPA Fire Codes. Therefore, early establish-
ment of the governing consideration must be ascertained from the juris-
dictional euthority. To this end the designer must errange systems to
maximize compliance with both conslderations.

3. A basic guide to all ventilation work can be had in the
Date Book. From this publication, and its referenced information, a de-
slgner can secure much of the written materials concerning exhaust
systems.

ARRANGEMENT OF SYSTEM COMPONENTS

Planning the arrangement of components can provide advantages that are para-
mount to the success of a system, The order, or sequence, of components may
vary for different types of exheust systems. Therefore, considerations of
features such as shielding, containment of conteminants, and access must be
studied and evaluated.

Design References

See Ref. 1, 3, and 5.

Deslgn Coneilderations

1. It 1s desirable to have all ductwork and other components under a negative
pressure during all operations of a system(s). This means the fan powver
is situated near the terminus of the system; 1.e., before release to the
atmosphere or stack.

2. TID 7023 (Ref. 3) suggests the physical separation of roughing filters
from high efficliency filters to minimize the spread of fire. See
"Filtration" for other considerations.
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3. Ductwork under negative pressure is subject to collapse. The arrangement
of components must be considered for thelr pressure loading. The nearer
the filter component(s) can be situated to the fan, the less heavy duct-
work 1s required. Filter resistences most frequently constitute a major

portion of total systeme flow resistance.

k., The exposure to weather of system ductwork, housings, etc., can create
problems of condensation, Such surfaces should be minimized to lessen
the expense of ltems such as insulation, weather painting, and internal
drainege apparestus. Where dralnsge can be tolerated and handled, con-
densation need not be a serious problem and can be the cheapest approach.

5. Convenience of access must be carefully studled snd arranged. Shielding,
if required, must be given preferential treatment to minimize cost and
meximize operational convenience. Maintensnce provisions must be planned;
good conditions do not happen by accident.

6., Systems that will include alpha particle contemination must consider
needed containment of components to allow malntensnce by an acceptable
methed., Cleanup provisions are needed to prevent the spread of loosed
contemination. Features required of thie type system must be designed
to prevent the release of intolerable asmounts of radiosmctlvity, not Just
to allow for the cleanup of materisls that may be released. Penetration
of the system at pointe where negative pressure conditions will be en-
countered 1s a prime consideration. Penetrations downstream of flltration,
where feasible for the particular need, 1s enother preference.

T. The atmosphere is not a dump for radioactive particuletes. Maximum allow-
able concentrations and rates of release are closely regulated by the
UBAEC. Advice from the AEC must be obtailned.

FILTRATION

Where chemically neutral exheust gases are to be handled, particulate filtra-
tion is best achleved by & method that does not entall secondery westes such as
washing solutions, water, or oll additives. Dry type filter units serve this
requirement better then other type devices. Where particulate loading in the
air stream is low (i.e., <0.05 grains per 1000 cubic feet), high efficiency
filter 1ife can be expected to last well beyond twelve months' continuous usage.
Prefilters are desirable for long filter life when a significant part of par-
ticulates 1s over one micron. Where atmospheric air is being hendled (not
previously filtered on intake systems), prefiltering is mandatory.

Exhaust streams containing chemically active ingredients present a formideble
hazerd to filtration equipment, both freming and medium. It is essentiel that
investigations predetermine all the constituents to be encountered by the fil-
tering devices., BSystems arranged to serve multiple sources of effluent, from
perheps unrelated operations, present an even more difficult filtration prob-
lem to solve. Costs soar as a result of attempting to meet complex criteria

of incompatible effluents. It is advisable to provide separate filtration
facilities for each basic need and, 1f necessary, combine effluents downstream
from filtering points in the system. This permits filtration to be best sulted
to the particular needs of each exhaust source.

The delicate construction of most fllters, especielly high efficiency of the
gbsolute type, requires that precautions be teken in their application and
use that guarantees the integrity of the installation throughout the filter
life.
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Special consideration must be given to ensure dependebility commensurate with
the hazerds involved. Particulate filtration facilitlies in radioactive exhaust
streams must serve as defense againet release of air-borne activity, both to
downetream portions of the system as well &s ageinst the release to the
etmosphere.

Design References

See Ref. 1, 3, 4, 9, and 12.

Deslgn Conslderations

1. Investigate the nature of the intended effluent very carefully to allow a
proper selection of medium and dust-holding capacity for each component.

2. Physically separate prefilters from final filters where combustibles are
involved. Conslder whether or not the system flow can be stopped in case
of fire within, or near, the filter section. Does a radiological air-
borne release have a greater potentisl of hazard than a contained filter
fire? If yes, the fans should be stopped upon the detection of a fire and
the fire contained insofar as possible. If the fene are stopped, what
effect does this deficiency have upon the area that was being exheusted?

3. What safegusrds are to be considered for fire prevention and control?®
Use of: (1) equipment that is noncombustible wherever possible, (2) separa-
tion of combustibles, (3) a fire extinguishment system consistent with size
and epplication of combustibles, (L) smoke end/or heat detection equipment

for early warning and preaction, flow diversion, and isolation--all are
measures worthy of consideration by the designer. The potential hazard
involved in heving a fire and the results from a fire must be the pars-
‘mount concern upon vhich & decision 1s reached and costs are Justitied.

L. During initiel investigation, determine the method of handling and replace~
ment that must be epplied to filters and removable framing. If direct con-
tact 18 to be allowed, the designer must stay within physical limits of an
individual to carry and maneuver filter and frame units during changes.
Filter bank helghts over 6 feet should be avoided unless access 1s included
es part of the designed facility. ©Steps must be minimized. Weightes over
50 pounds become very tiring when 1ifting is involved. If the use of pro-
tective clothing, respirator (or mask), etc., 18 to be necessary, areas of
abnormal heat, lifting, and handling weighty obJects can become very acute
to the problem of filter change or replacement., Where radiation fields
and/or high contaminetion levele preclude direct contact for maintenance,
many edditional considerations must be made. The requirements for con-
taining highly contaminated components will involve the need for good
closures and sealing. Preplanning must establish an acceptable hendling
procedure to afford the designer criteris with which to work. Filter
handling and replecement facilities must afford the worker and the sur~
rounding area ample protection egainst excessive radiation exposure and
the accidental spread of rediocective contamination. Positive means for
effective cleanup must be evaluated.

5. Provide for drainage from each compartment of a filter section. The
method of decontemineting inside surfaces could involve washdown using
water or other agents needing drainsge of apprecisble amounts of liquids.
If surfaces are exposed to outside winter temperatures, condensation may
oceur, Any entrapment of moigture droplets that loeds a high efficlency
filter will cause an alr flow blockege that can result in sudden failure
of the filter bank. A fire protection scheme involving liquid sprinklers
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must be limited to a system that has alr flow stopped in the event the
sprinklers are applied.

TIn the absence of exact data concerning the gradation of particulates by
size and weight to be expected in exhaust streams, the followlng 18 sug-
gested for initial design:

Prefilter (up to 35 per cent NBS efficiency, or equivalent):
Provide for pressure drops, at normel flow, that are at least
three times the initial resistance (clean), or 0.5" wg, which-
ever is the greater value,

High Efficiency (from 35 to 95 per cent NBS): Provide for
pressure drops, st normel flow, that are at least three times
the initial resistance (cleen). Never exceed the manufacturer's
recormended 1limit for pressure drop, or as framing strength mey

1limit the losding, at eny flow rate that will be produced.

High Efficiency--Absolute Type (99.95 per cent, or better, per
DOP testing): Provide for pressure drops, at normel flow, that
are at least three times the initiel reslstance (clean), except
where preceded by & filter bank of equal efficiency. In such
event, a resistence allowance of 1.25 times the 1nitial resistance
for the second stege of filters will afford reasonable life, inso-
far as particulete pickup is concerned. Meximim resistence for
high efficiency units of the corrugated separator type unit should
seldom exceed 4" wg, except where the spplicstion approaches the
'Ydeal conditions" of dryness, chemical neutrality, filter posi-
tion, temperature, and smoothness of air flow. From s practical
viewpoint, such an ideal situation will never exist. Where re-
sistances exceed 3" wg, particular care must be taken concerning
the conditions under all phases of operation, more from the con-
sideration of filter deteriorstion than from dirt pickup. It
should be remembered the 24" x 24" x 5 7/8" and 2h" x 30" x

11 1/2" size unite are weeker construction than are other stend-
ard size unite such as the 24" x 24" x 11 1/2"; therefore, their
applicetion can become more critical in achieving satisfactory
performance. QGaskets will present problems where loading is
epplied to extremes and filter 1life 15 maximized.

Sealing faces for filter gaskets must be prepared initially as flat,
smooth surfaces that are accessible for cleaning and inspection. It is
essentlial that crack leakage be eliminated at the sealing fece; this is
done best by welding all jolnts with continuous seal welds. After welding
the sealing face must be ground smooth, flat, end free from weld spatter.
Then the surface must be prepared with a coating to preserve its smooth-
ness., Tolerances not to exceed 11/16" from a true, flat plane should be
required of seal faces prepared for high efficiency sbesolute type 24" x
24" size filter units. Smoothness of surfaces before coating should be
compereble to 250 P (microfinish) or better at mll contact faces. While
caelking can be termed accepteble for prefiiter frame sealing, it is un-
acceptable for high efficlency ebsclute type filter banks. Welded Jjoints
(ground at seal faces) are best and are reasonsble in cost.

Provisions for in situ testing should be made for all high efficiency
filter installations of the absolute type. If DOP smoke penetretion tests
are spplied for routine system quallty assurance, it is necessary that
appropriate openings be provided to intrecduce DOP smoke ahead of the fil-

ters, sample upstream, and semple downstream. ORNL-3LL2 gives the re-
guirements for such testing, elong with other test experiences.
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E)
‘l§§$ Filter unit hold-down must pr

N gy

e uniform gasket pressures. Individual
filter unit mounting is preferfkd where contact maintenance is to be
applied, with liberal spacing 1 provide easy handling. Hold-down attech-
ments must be kept simple to ggerate and require a minimum of time to per-
form. Small pleces requiring P®sitioning or alignment are to be avoided.
Filter unit framing should be provided aligning guldes and weight rests
that minimize the chance of poor positioning. The hold=down pressure to
compress gaskets must be spread sufficiently to prevent damage to the fil~
ter framing that may later release pressure by fatigue or breskage. Ini-
tiel gasket pressures will vary by the type of material used. Approximate
value for 5-10 durometer neoprene sponge (1/4 inch thick) would be 2 psi
for 50 per cent depression (i.e., to 1/B-inch thickness). Clamping and
framing strength must account for a safety factor of at least 4. No de-
flection of framing can be tolerated that would shift or sheer gaskets or
filter frames.

10. QGood lighting is an ebsolute must for contact meintenance filter chenge
areas. It is essential that operators be able to clearly see how to posi-
tion filters, mlign clamping, and inspect framing and medium.

11. When conditions of maintenance will allow physical contact, filters should
be considered for upstream mounting, thue taking full advantage of in-
creased gasket sealing as filter resistance increases. Thies means gaskets
are to be limited to the downstream edges of fillter unit framing. 8Should
contamination levels prevent direct contact with the filter units and fram-
ing, other mounting schemes are necessary. Mounting filtere on downstream
faces of geal framing will mean gasket pressures are lessened as filter re-
sistance increases. Also, as gaskets lossen, their "blow out" is more
likely to occur. Therefore, in applications involving heavy filter resist-
ence, such as high efficiency absolute types, greater dependebility end
longer life expectency can be achleved with filters arranged upstream of
the seal framing.

12, High efficiency filters of the absolute type must be mounted in a particular
way to maximize strength and life. A strong preference is given for their
having framing in a vertical plane (or near so) with the air flowing hori-
zontally. Filter pleating must be vertical. Filter mounting should in-
etall the marked test flow arrow correctly to match the system's flow.
Filter installations of this absolute type which have vertical eir flows
increase the chance of bulging and breasking the medium.

13. Provide pressure drop indicators across filter banks, individually. Pro-
vide means to correlate this pressure drop data with the flow rate through
the bank. Good evaluations of filter dirtiness can only be mede by having
pressure drop and corresponding flow rates.

FAN SELECTION

The heart of the system i1s the fan, or fans, that provide for the movement of
alr. QGood operstion is dependent chiefly on the fan and ite installation
matchlng the flow characteristice of the system. A fen that is oversized can
be as critical to good system performance as one that is undersized. Deslgners
must respect the importance of & proper selection to suit both normal and mexi-
mum system demends. Fan selection must be finalized after ell other festures
of the system are designed.and are carefully enalyzed to anticipate system
characteristics.
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Desgign References

See Ref. l; 2; 7; and 10.

Design Conslderations

]_.

Make a final selection of a fan only after the system i8 designed and its
characteristics are calculated and anaslyzed. If e system 1s being de-
signed or modified to suit an existing fen unit, be certain its perform-
ence 1s known. Use certified date from the manufacturer.

Remember--seldom, 1if ever, is & fan applied to a system in & manner equal
to AMCA test conditions. Therefore, the fan performance to be expected in
e pystem application is different from the catalog data given by a manu-
facturer. The variation must be compensated for in the selection of the
fan and its drive. Conditions 1n a practical application are alweys more
sdverse to good performence than those for AMCA test conditions., Factors
such as temperature variations, inlet configuration, inlet approach, dis-
charge configurstion, voltage variations, and belt sllppage are to be con-
sldered.

Select fane heving non-overloeding characteristice for systems having
major variations in static pressure due to filters, sutomatic, or manual
adjustments, Fan performence must be steble during any condition of the
system, meening the selection of the operating point must always be well
beyond the pesk of astatlc pressure for the speed being used. For an
application of e fan with a backwardly inclined wheel, flow will increase
as static resistence of the system decreases in a predictable manner, and
vice versa. Where operating points are selected too near the pesk of maxi-
mum static pressure, operation is unstable; a slight variation in system
characteristics can easily upset the flow level.

Dependability of system flow must be considered in fan selection. The
arreangement of a fan unit is a prime part in providing dependabllity. A
unit having a direct drive is more dependable than a V-belt-driven unit.
Arrangements 4 and 8 can be termed more dependable, but less versatile,
in en epplication than arrengements 1, 2, and 9.

DAMPERS

To regulate and control flow and pressure in an exhaust system, a means of
varying the system's characteristics is required. Dampers cen offer this type
of performance. They function as orifices, having verieble restriction, that
produce pressure drop, thus regulating flow. Meny types exist having various
identifications, such as: multi-blade, parallel blede, opposed blade, butter-
fly, single blade, etc. Some nsmes are synonymous with others; no standardized
identification is complete for all the types in use.

Design References

See Ref. 1.

Design Conelderations

1.

The most common fault with damper appllications is in oversizing them.

This means added costs and less effectiveness as an edjustment to sgstem
characteristics. To be a control, a damper must provide resistance to the
flowing stream.
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2. A demper may be applied only for shutoff uses, thereby limiting its control
to two positions only, open and shut.

3. Demper construction for exhaust systems must provide for: (1) needed
strength to suit meximum suction or pressure conditions to be experienced;
2; minimum leskege, both through the blade cracks and from the outside;
23 reliability and eese of movement; and (L) desired characteristics.

k., Metal bladed dampers of multi-blede construction are preferred to be
metal-to-metal, free of edge geskets, when access is limited. Maintenance
costs for edge gaskets can be intolerable in corrosive and conteminated
locations.

5. Clear, concise information must be established in the specification of
dampers concerning strength, leeksge, and operability during operation.
Static water tests are suggested to prove strength. A stipulation of
meximum crack area (by percentage of the net free area) is necessary to
establish leskege parameters. Operability must be controlled by stating
torque limite for required operating conditions. All dempers do not re-
quire a complete listing of all these features, However, when a feature
is critical to the needs of the system's operation and safety, such
features must be formulated Into detalled requirements.

6. Where damper operation is planned, as two-position action, employ spring
power to make the device fall in the safer position of operstion.

T. Be certein there 1s a position indicator on all dampers where blades are
obstructed from view.

8. Supply all dampers with setting and locking quadrants. Provide means for
marking demper positions after the balancing of system flows and pressures.

9. Dempers for heavy vacuum or pressure service (~8" wg to -60" wg, and +8"
vwg to +60" wg), having low leskage features, are difficult to obtain as
standard items of manufecture. Construction more common for these levels
of pressures is the butterfly type. This type can be found for pressure

limits of 5 pei, or above, but not readily available for the 2-psi limit,
Therefore, many applications will, of necessity, include values having
heavy weight and pressure capabilities far beyond the other features, such
as the ductwork that connects to the demper.

DUCTWORK CONSTRUCTION

Ductwork 1s the controlled route for the air or gases for the exhsust system.
Large systems can lnvolve ductwork of complex design, whereas small systems
mey be arranged to employ standard metal or plastic pipe or tubing. Choice

of construction is complex. The need for good aerodynamic quelities should
always be & paramount conslderation to the designer. The most economical
arrangement of ductwork does not consistently stay the same; it will be in-
fluenced by items such as: silze, quantities, tolerances for fit, basic mate-
rials, coatings, method of Jointing, sequence or space limitetions for instal-
lation, field connectlion requirements. There is no substitute for test experi-
ence in evaluating life versus costs,

Design References

See Ref., 1, 2, and 8.
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Design Considerations

1.

Wherever space will allow use round ductwork on exhaust systems. The round
shepe provides many sdvanteges over rectangular shapes: (1) the round shape
ig the most economical use of metal, by weight; (2) the round duct is
stronger as a section, retaining its shape when under more abnormal pressure
conditions then will rectanguler shapes; (3) velocities can be kept more
uniform in round ducts without requiring internal vanes or cother alds;

hg internal drainege is less of a problem to control in round ducts; end

5) supports can remain more slmple with round ductwork. The one principal
disadventsge of round ductwork is 1t mekes less efficient use of critical
space than do rectangular shepes. However, the more round ductwork used
inetead of rectangular shapes, the less will be over-all weight of metal
and the leaser wetted areas subject to needed coatings, insulmtions, or
expensgive construction.

Por sir-tight construction in metal ductwork an appropriate method of
welding is preferred for all longitudinal and girth seaming between dis-
connect points. Flanged joints, gasketed and bolted, are best at dis-
connects. A minimum number of joints should be applied consistent with
the needs of erection, coating, inspection, etc.

Coating requirements, as well as other surface preparationa, must respect
the size of pleces being applied in the system. Example: Interior sur-
faces on small duct sizes are difficult to prepare and coat. The spray
coating of sizes less than 12" diameter is not reesonsble. These should
be hand brushed, with lengths limited to four (L) feet to say within arms
reach from either end. Sizes 8" and less are not practical for even hand
brushing. Dipping may be considered for emall sizes (less than 8").

Where fire protection and radiation sefety regulations permit, plasgtic
ductwork may be applied at substantiel savings in low preesure systems.

As suction (or pressure) increases in the system of ductwork, thereby
increasing the loading on the surfaces, full plastic materials become less
attractive to needs. For systems having medium and high pressure condi-
tions (approximately 4" wg or higher) dipped or coated metel ductwork is
more eppropriate. Plastic materials, such as polyvinyl chloride (PVC)
and polyethylene (PE) cennot resist heat beyond 150°F without some adverse
effects. A pystem having & serious potential of hazard should be given

very close evaluation before epplying ductwork sections that are all
plastic,

Any ductwork system intended to handle radicactive materials deserves a
pressure-lesk testing, before initiml service, to prove its capebility
for the intended use(s).

The recommended ductwork construction listed in the ASHRAE Guide and Data
Book does not list a test pressure for esch style of sizing., The ASHRAE
recommendetions are applicable, more directly, to uses having internsl
positive pressure conditions. Extreme care should be given to their use
as suction systems. For suction sapplications, their caepebilities are not
the same. The type of Joint and choice of reinforcement method greatly
affect the suctlon strength of sectlions. Purther care must be exercised
in specifying the test pressure for such types of constructions.

The following types of construction heve been used successfully over
extended periods (years):
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Exposed Round Ductwork Systems Operating Up to 8" wg Suction

Size
6" thru 12" dia

Above 12" thru
36" dia.

12" wg Test Pressure

Material

16 ga carbon
steel, metal arc
welded; interior
coated (or dipped)
exterior painted
enamel.

14 ga carbon
steel, metal arc
welded; interior-
exterior painted
enamel.

Joints

Flanges of 1/4"
plate u 8
or 1 1/2" x
11/2" x 3/16"
angles on 10"
and 12" dia;
gasketed and
bolted (5" o.c.,
max) 4' lengths

Flanges of 1 1/2"
x11/2" x 3/lé"
rolled angle,
gasketed and
bolted (5" o.c.,
max) k' end 8'
lengths, depend-
ing upon coating
needs.

SYSTEM INSTRUMENTATION

Reinforcigg

None, except for
girth rings of
angle at support
points.

11/2" x11/2" x
3/16" engle girth
rings (welded) at
midpoint between
flanges of 8'
lengths.

Instrumentation for exhaust systems can be selected to: (1) monitor system
conditions, (2) provide for the automaetion of certain system functions, or

(3) the combination of these two features.

plicity.

Degign References

See Ref. 1.

Design Considerations

Relisbility i1s borne out of sim-

1. Simplicity of controls and instrumentation is always to be desired over

arrangements involving greater numbers of items and more interdependebility
of control action. Never choose two when one will do,

2. To determine conditions of system performance, both flow rate(s) and pres-
sure must be obtaeined.

3. For systems that must provide for standby fan startup, never rely on
monitoring motor current fallure alone to initiate automatic action.
Basically, flow or pressure, whichever is deemed more critical, must be
sensed with an ebnormal status being detected to cause standby startup or
changeover of fan units.

4. In choosing whether to allow dual exhaust fan operation or single fan
(standby) operation, the analysis of dual fan effect on the system must
be made. Excesslve flows or pressures must be tolerable and not jeop-
ardize the integrity of filters, ductwork, or other components.
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Manual adjustments of system pressures and flows are to be preferred in
applications where changes are minor and/or infrequent, Manusal adjust-
ment of devices such as valves and fan speeds provides a high degree of
simplicity and reliability where fast response time is not a factor. For
situations needing a fast response to an sbnormal situation, such as an
electrical power fallure, automated correction is mandetory.

Controles must be selected to fall to the safer condition of operation.

PERFORMANCE TESTING

Testing the performence of a system is as basic as designing the system. It
proves, or disproves, the system will accomplish the design objectives originally
established ss criteria. Only through testing can this convincing knowledge

be gained.

Design References

See Ref. 1 and 6.

Design Considerations

1.

Testing is essential to gain the required knowledge for good system opera=
tion. Actual system capabllities must be demonstrated by testing. Care-
fully record all test date acquired in a form clearly legible for snyone
to declpher.

Stendard methods of flow measurement muet be used. Multi-point traverses
should be prepared in a systematic manner to allow repetition.

Test points and traverse stetions must be preplanned and have access pro-
visions mede to afford meximum use.

Refer to ASHRAE Guide and Data Book, 1963, Chepter 16, "Measurements and
Instruments," for the accuracies of different types of measuring instru-
ments.

REFERENCES

ASHRAE Guide and Date Book, 1963, Fundamentals and Equipment, American
Society of Heating, Refrigerating snd Alr Conditioning Engineers, Inc.,
345 East 47th Street, New York , New York.

Fan Fngineering, Sixth Edition, Buffalo Forge Company, Buffalo, New York.

Gilbert, Humphrey, Palmer, James H., High Effliciency Particulate Air
Filter Units, TID-7023, USAEC, Weshington 25, D. C.

Goven, Francis A., Selection and Maintenance of Air Filters, Report No. 3k,
for the Federal Constructlion Council by Task Group T=28, Building Research
Advisory Board, Weshington, D. C.

American Standard Fundamentals Governing The Design and Operatiop of local
FExhaust Systems, ASA Z9.2-1960, Americen Stendards Associetion, Inc.,
10 East LOth Street, New York 16, New York,
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10.

11.

12,

13.

Industrial Ventilation, A Manual of Recommended Practice, Seventh Edition,
American Conference of Governmental Industrial Hygienists.

Trickler, C. J., Is the System Correctly Designed?, Air Conditioning,
Heating and Ventilating, May, 1960.

Brown, Robert A., Vhat 10uld . Desiening
Air Conditioning, September, 1962.

g _Sh
Systems, Heating, Piping and

Bullding Materials List, Underwriters' laboratories, Inc., 207 Eest Ohio
Street, Chicago 11, Illinois.

Stendard Test Code for Air Moving Devices, Publication 210, Air Moving
and Conditioning Association, Ine., 2159 Guardian Building, Detroit 26,
Michigan.

AEC Manuel (Design Criteria), Chepter 6306, "Heeting, Ventilating end
Alr Conditioning,' USAEC.

Parrish, E. C., Schnelder, R. W., Tests of High~Efficiency Filters and
Filter Installations at ORNL, ORNL~-3LL2,

The National Fire Codes, National Fire Protection Association, Vol. III,
Building Construction and Equipment, and Vol. IV, Fixed Extinguishing
Equipment.

Segsion Chairman: Gentlemen, the last prepared text in

Session II is a joint effort by ORNL personnel. The paper, 'Contain-
ment and Ventilation Systems in the Transuranium Processing Plant,"

by W. D. Burch, B, F., Butterfield, W. E. Unger, 0. O. Yarbro, and

J. P. Hichols. W. D. Burch will deliver the paper.
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CONTAINMENT AND VENTILATION SYSTEMS IN THE
TRANSURANIUM PROCESSING PLANT

B. F. Bottenfield W. D. Burch
J. P. Nichols 0. 0. Yarbro
W. E. Unger
ABSTRACT

The unique features of the ventilatlon and containment
gystems incorporated into the Transuranium Processing Plant,
which is under construction at the Oak Ridge National Labora-
tory, are described. This facility ie desligned to recover
from irradiated target rods by solvent extractlion and ion
exchange techniques gram quantities of many of the heavy
sctinide elements for research in many laboratories through-
out the country. Containment of process solutions is Ilnsured
by surrounding the equipment with multiple negative-pressure
systems, including final containment by meintaining the entire
building at a - 0.3 in. pressure. The effects of operational
and accidental activity relesses from the faclility are

discussed.
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The Transuranium Processing Plant (TRU) is & new facllity currently under
construction at Oak Ridge Natlonal Laboratory designed to recover for research
purposes gram guentlities of many of the very heavy actinide elements including
americium, curium, berkelium, and californium. Target rods, containing initially
Pu-242, will be irradiated in the High Flux Isotope Reactor (HFIR), then
dissolved and the products recovered in TRU, and the lighter iesotopes refabri-
cated 1nto recycle rods for further ilrradiation. The contalnment problems for
TRU are in many respects completely unique. Shieldlng requirements were
dictated by neutrons from the sponteneous fissioning of Cf-252 and Cf-254 but
very high levels of gamma emitting fission products are elso routlnely handled.
Containment criteris are very stringent because of the extremely high level of
alpha emitters. TFor instance, the facility will contain up to 300 gm of Cm-2L4kL.
In comparison with alphe decay from plutonium, thie is equivalent to 430 kg of
Pu-239. The problem 1s extremely acute beceuse of the very high specific
actlvity; the sources are extremely concentrated. One grem of Cf-252 contains

645 alpha curies, emits 3 x lO12 neutrons/sec from spontaneous fission and

10

represents U x 107 body burdens of activity.

In addition to the normal methods of containment, three additionsl
features have been incorporated into the building to insure positive contain-
ment. First, the major equipment has been installed within secondary en-
closures within the hot cell bank. These enclosures, termed cublcles, are
maintained 0.3 in. of HEO pressure below the cell proper. Secondly, the
master slave manipulators, provided to operate the equipment within the
cubicles, will be double booted end a pressure monitoring eystem will be
incorporated into the space between the boots to insure against leakage from
this vulnerable source. Finally, as a more positive means of insuring against
total loes of contalnment from the facility, the entire building will be

maintained at - 0.3 in. HQO with respect to atmospheric pressure.
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BUILDING DESCRIPTION

The bullding is & two-story structure, approximately 120 feet square
(Fig. 1) roughly divided into two equal parts, the first containing the cell
bank, limited access area and cell operating areas, and the other containing
eight laboratories, building service and office areas. The cell bank contains
nine cells, seven for process use and two for analytical purposes. Each cell
is divided internally by & two-foot shielding wall (Fig. 2). 1In the operating
side is the cubicle containing the equipment recks. 1In the rear is the tank
pit area
FEquipment is removed from and installed in the cubicles by another specilal
containment device, the equipment transfer case, shown on top of the cubicle
in Fig. 2. The door in the cubicle ceiling is sealed and locked to the
transfer case door while both doors are raised into the transfer case. After
the equipment has been lowered into the cubicle by means of a hoist within
the case, the doors are lowered into thelir normal positions, unlocked, and
the transfer case removed. For handling contaminated equipment, a one-foot
thick concrete shield is provided; and the transfer case can be operated
through the shield. Similar double-door, mechanically-sealed closures are
provided on the conveyor access openings in each cubicle (see Fig. l) to limit
the spread of contamination from one cublcle to the others and to the transfer
area at the end of the cell bank. To date, the mechanical operations of both
these seal systems have been adequately tested, but actual demonstrations

with contaminated equipment and cells have not been performed.

The second floor (Fig. 3) contains the remainder of the laboratories,
a chemlcal make-up area for servicing the cell benk, and the recirculating

cooling water equipment.
VENTILATION SYSTEMS

Four primary zones of containment, defined by the degree of activity
contained, are included in the cell bank ventilation system (see Fig. L).
The process equipment 1s vented to a caustlic scrubber system malntained at
- 10 in. of HEO while the cubicles are held at - 1.7 in. by a control valve.
The cell pressure is controlled at - 1.4 in. of HZO snd. the building sur-

rounding the cell at - 0.3 in.

Cubicle Ventilation System: Both the vessel off gas and cublcle vent

systems exhaust through the same scrubber, filter, and blower system. Alr
flow requirements here are aspproximately 20 CFM for the vessel off gas and

500 CFM for the cubicle purge. Cooling of each cubicle is achleved by separate
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CHEMICAL MAKEUP
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Tromuranium focility cell cross section.

Figure 2
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blover systems which circulate 350 CFM of air within the cubicle through
absolute filters for cleaning, an external cooling coil and back into the
cublcle. The major source of heat with the cubicles is from the lighting
system. Purge air through the cublcles 1s manually set in the renge of 5 to
50 CFM. Cublicle pressure is controlled through a pressure control valve in
the exhaust manifold. Thus &ll cublcles are tied together, but contamination
spread from one cublcle to another 1s eliminated by back flow preventers in
addition to the positive alr flow into the manifold. One roughing and two
absolute filters are provided in the alr stream down streem of the caustic

scrubber.

Cell Ventilation System: TFlows from 300-1000 CFM are maintained through

each cell, depending on heat removal requirements, which are in turn governed
chiefly by the number and size of evaporator vessels within the cell. Alr is
admitted through roughing filters and back flow preventers at the top rear
face of the cell and exhausted into the cell ventilstion duct which runs
beneath the cubicles. The total stream of approximately 6000 CFM is exhausted
through an absolute and two roughing filters, thence to the 250 foot stack.
Pressure is controlled in the main header at - 1.4 in. by means of dampers in
the blower suctions. During meintenance operations in which one cell is opened
up, the system is so designed to provide an extra 6000 CFM flow into this cell
while maintaining normal flows and pressures in the others., Fire protection
is provided in the cells by duasl detection devices which first alarm on

signal from a rate-of-rise detector, then provide an automatic deluge upon
fusion of a Quartzoid element. A similar system in the cublcles detects and
alarms from a rate-of-rise detector, but water spray is actuated manually.

Each cell 1s protected separately to minimize the quantity of water used.

Up to 100 alpha glove boxes in the laboratory wing are also exhsusted
through the cell ventilation system.

Fllter Housings: Filters for both the cubicle vent system and the cell

vent system are installed in parallel with shut off valves for isolation
during replacement. In each system (Fig. 5) the roughing and absolute filters
are installed together in a single housing. This reduces the cost of the
original installation by minimlzing the number of the special Jjoilnts required
between filters, but results in some additionsl operating costs for changing
filters. The filter housing installation is designed for sefe filter changing
even with gross quantities of contemination on the filters. After isolating
g fillter unit, a slide guilllotine valve is lowered into place to close off
each end of the fillter housing, and the housing, containing the dirty filters,
is removed Into a specilally built disposal box. If gross contamination 1s
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present, the disposal box is handled in a one-foot thick concrete shleld.
The filters are located below floor level in the limited access area, thus
insuring against activity release from the building during filter changes.
Filters are sealed by a spring-loaded flange operated by a lever extending
up to the operating floor.

HAZARD ANALYSES - FILTER EFFICIENCY REQUIREMENTS

Routine Operational Activity Releases: During routine operatlon of the

plant, small quentities of radiomective rare gases, halogens, and aerosols
will be released through sbsolute fllters and scrubbers in the vessel and
glove box ventilation systems to the 250 foot stack (Table I).

Dissolution of HFIR targets will result in release of < L0 curies X9133

131 (18 curies released, assume 1 curie through scrubber)

and < 1 curie I
over a several-minute period about every two weeks. 'The xenon relesse will

cause maximum downwind ground concentrations averaged over the time of release
of only 10% of the maximum permissible concentrations in alr for occupational
exposure. The average annual concentration and deposition resulting from the

131 will cause maximum

xenon release is negliglble. Relesge of one curie of I
downwind concentrations over the time of the release of 2.5 times MPC. This
concentration averaged over a year will be negligible. Maximum deposition of
Il3l on the ground will be 4400 d/min—dm2 and the maximum levels of deposition
averaged over yearly weather conditions will be 50 d/min-dm2, both levels

tolerable in the area surrounding the Transuranium Processing Plant.

The continuous release of radioasctive rare gases from spontaneous
fission of californium in storage in the facllity and the release of aerosols
of alphe-emitting actinides and fission products from handling operations in
the facllity will result in acceptably low air concentrations and deposition

raetes.

Accidental Releases: The worst accidents thet may credibly occur in TRU

(Table II) would result from dispersal of the maximum aqrantity of radioactive

material in a cell or glove box by a fire or explosion.

Our studies have shown that, in the event of credible (contained)
eccldents, the activity released from successlve leaks through the primary
end secondary contalnment walls is insignificant as compared to the credible
release through the ventilation filters. 1In a credible accident, the blast
effects of an explosion are confined to the reglon of primary conteinment
{glove box, leb, or cell). Although a radiocactlve aerosol may leak through
the primary contalnment wall and become mixed with the air in the secondary
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containment zone (building) durlng the period when the primary containment
zone 1s pressurized, the leaked air is ordinarily not sufficlent to raise

the secondary containment pressure above atmospheric.

The so-called "AEC sbsolute" filters that are wldely used in radiochemical
plants are the weakest 1link in the contaimment-of credible accidents. The
susceptiblility of the filters to both physical and chemical degradation
necessltates that their integrity and efficlency be assured by routine in-situ
testing or by preplacement testing plus careful installation and operstion.
The filters must be protected from excesslve corrosion and excesslve loadings
of dust or water, and must be located such that they can withstand the blast
wave from credible explosions wlthout rupture. 1In typical facllities the
tortuous path and expansions and contractions of the ventilation duct are
pufficient to reduce the blast wave from credible explosions to a tolerable
level at the filters.

In the evaluation of the credible accidents in TRU, 1t is asspumed that
no more than 20% of the radioactlive aerosol that is dispersed 1n the primary
containment zone passes to the fllters and that the remainder is deposited
on the walls and ventilation ducts. The fraction of aerosal penetrating the
filters is estimated from the assumed particle size distribution in the

serosol and efficlency of the filters as & function of particle size.

Experience with AEC sbsolute filters operating at the rated flow indicates
that they have greater than 99.95% efficiency for removing particles of size
greater than 0.3 microns, thet the efficlency decreases to a minimum of
approximately 87% for particles of 0.05 to 0.1 u size and that the efficiency
is greater than 87% for particles of smaller size.l Cheever has shown that
these filters are approximately 99.5% efficient in removing emoke from a
plutonium metal fire, varying in size from 0.00hk to 0.03 p, and that the
addition of one to silx backup flltere in series did not slgnificantly improve
the efficiency.2

In these studies it 1s assumed that filters have removal efficlenciles
of 99% for particles smaller than 0.05 y, 87% for particles 0.05 to 0.1 b,
95% for particles 0.1 to 0.3 u, 99.95% for particles 0.3-5 y, and 100% for
particles larger that 5 p. Smokes from fires of metal, sollid carbonaceous
materials, or organic liquids which would be predominantly 0.01 to 0.1 u in
size are assumed to be 99% removed in filters. This slightly enchanced

iL, Silverman, Harvard Air Cleaning Laboretory, personal communication
with J. P. Nichols, ORNIL, February 1960.

2
¢. L. Cheever, "Recent Air Cleaning Developments at Argonne National
Laboratory,”" p 308-326, TID-7627 {March 1962).
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efficiency, as compared to 87%, partially compensates for the effects of
agglomeration in the duct and improved efficiency because of filter loading

in moderately large fires involving carbonaceous solids or organic liquids.

The maximum credible accident in the glove box laboratories of TRU would
result from an explosion and fire in a glove box that contains 1 g of Cm-2hh,
the maximum quantity anticipated to be used in glove boxes. Such an
accident could result in dispersal of < 1 g Cm-24k into the laborstory
requiring that glove box operators evacuate immedietely to prevent ingestion
of a lethal dose. Allowing for 80% deposition of the smoke in the glove box
and laboratory and assuming that the filters are only 99% efficient in
removing the smoke approximetely 2 mg of Cm-24l4 would be released from the
roof of the building through the filtered ventilation systems. 'This release
could cause maximum downwind ingestion doses (accumulated over a lifetime)
of approximately 2 rem and contamination of approximately 8.5 square miles
downwind to levels greater than 30 d/min-dm2 of alpha.

While absolute prevention of such glove box ruptures is impractical,
the probablllity of such accldents 1s Yo be maintained at an acceptably low
value by inclusion of multiple safe-guards. The effects of fires in glove
boxes are to be minimized by heat-activated water fog nozzles in the boxes
as well as through the use of ventilation systems designed to maintain the
differential pressure resulting from credible glove box fires below ~ 6 in.
v.g., vwhich 1s required to break gasket seals. Those boxes to be operated
at temperatures above the flash point of the process solvents will be supplied

with an inert gas atmosphere to prevent explosions.

The maximum credlble accident in the cell area would be an explosion (of

Al -air, H2

as flne powder. The explosion could have sufficient violence to shatter the

-alr, or organic-air) in & cell cubicle containing 1 g of californium

vessel or cublcle and scatter its contents within the cell but would not
rupture the cell wall or ventilation filters. The californium released through
broken "alpha" seals in the cell wall into the bullding might cause lifetime
doses to operating personnel of approximately 1 rem. Assuming a conservative
particle size distribution (98.8% = 0.3 p, 1.1% between 0.1 and 0.3 p, end
0.1% less than 0.1 pn) and assuming 80% removal by deposition before the filters
0.2 mg of CT could be released through the cell ventilation system to the
250-foot stack. This could cause maximum downwind doses (accumuleted over a
lifetime) of approximately 0.2 rem and contemination of approximetely 6.5
square miles downvwind to levels greater than 30 d/min--dm2 of alpha.

The possibility of such dispersive accidents will be minimilzed through
inclusion of multiple safeguards.
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Tt is not credible that an explosive mixture could occur in a slgnificant
portion of an entire cell since the ventilation rate is sufficlent to dilute

the maximum credible formation rates of organic vapor or hydrogen below its

explosive limit.

DISCUSSION AND COMMENT

The filter efficiency was based on experimental data, much
of which was presented at the last Conference. For example, the effi-
ciency in absolute filters for smoke was of the order of 99%. The smoke
has a particle size of .0l to .05 when it is formed assuming the
particle size distribution.

The only rationale for two-in-series filter is that we consider
the second filter as a safety factor.

The presumption for shielding was based on a full gram of
californium, which is estimated to contain a quantity of californium-254,
and thus was shielded down with four feet of high-density concrete to
a quarter mr per hour.

A water spray fire-protection system is provided within the
cubicle.

Session Chairman: My appreciation and thanks to all four speakers
for the excellent papers presented during Session II.

SESSION III - CLEANING METHODS FOR RADIOACTIVE PARTICULATES

Afternoon - 22 October 1963

W. E. Browning, Jr., Chairman

Seasion Chairman: Will the meetirg come to order? Mr. D. D.
Cowen, of thn Oak Ridge MNational Laboratory, which plays host to meetings
such as this, has an announcement.

MR. COWEN: Good afternoon, gentlemen. I had a feeling this
marning you had three or four welcomes, but I, too, would like to welcome
you on behalf of the AEC-0Oak Ridge National Laboratory, and the prime
operating contractor, Union Carbide.

I am sure you have heard by now that we have a little trouble,
trying to struggle along with it, and this meeting is further complicated
by the fact that we are doing an international conference on approxima-
tions in Gatlinburg at the same time.
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We are happy to have you, again, as our guests at Oak Ridge,
under rather adverse circumstances. If we can do anything here--within
reason, of course--to make your visit more informative, more profitable,
more pleasant, please see us and we will try to see what we can arrange.
Thank you very much, gentlemen.

Session Chairman: We are pleased in Sesasion III to have a
UKAEA contribution, "Experience in Trapping lodine-131 and Other Fission
Products Released from Irradiated AGR-Type Fuel Elements," by D. A.
Collins, k. Taylor, and W. D, Yuille., The paper will be delivered by
Mr. Collins.
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